SEAT - SEAT HEATER SWITCH SE-129 


SEAT HEATER SWITCH 
COMPONENTS 


аі Ф. HEATER SWITCH 


SWITCH BASE 


SE-130 SEAT - SEAT HEATER SWITCH 


REMOVAL 

1. DISCONNECT CABLE FROM NEGATIVE BATTERY 
TERMINAL 
CAUTION: 


Wait at least 90 seconds after disconnecting the 
cable from the negative (-) battery terminal to 
prevent airbag and seat belt pretensioner activation. 


2. REMOVE SWITCH BASE (See page ІР-18) 


REMOVE SEAT HEATER SWITCH 

(a) Using a screwdriver, detach the 2 claws and remove 
the switch. 
HINT: 
Tape the screwdriver tip before use. 


B131376 


INSPECTION 


L 1. INSPECT SEAT HEATER SWITCH 
IG 16 (a) Measure the resistance of the seat heater switch 


Standard resistance 
for LH 


S when the switch is operated. 
Па 
8216 1514 1312 1! 
RH 


Tester Connection Switch Condition Specified Condition 
| oR | LH 5 (IG) - 6 (LH) ON Below 19 
т следна 5 (IG) - 6 (LH) OFF 10 КО or higher 
for RH 
Tester Connection Switch Condition Specified Condition 
4 (IG) - 3 (RH) ON Below 1 О 
4 (IG) - 3 (RH) OFF 10 КО or higher 


If the result is not as specified, replace the switch. 


(b) Check that the seat heater switch indicator light 
illuminates when the switch is operated. 


by 4 
У Е У IG IG а й 
са or LH 
Measurement Switch Condition Specified Condition 
Connection 
Battery positive (+) > 5 | ON Шитіпаіев 


(IG) 
Battery negative (-) > 2 


(E) 


Т В131375Е01 
for ЕН 
Measurement Switch Condition Specified Condition 
Connection 
Battery positive (+) > 4 | ON Шитіпаіев 


(IG) 
Battery negative (-) -> 2 


(E) 


If the result is not as specified, replace the switch. 


SEAT - SEAT HEATER SWITCH 


T [R] isir 
[E 
nQ 


Jih 
-.1 ў В131376 


SE-131 


(c) Check that the seat heater switch illuminates. 


OK 


Measurement 
Connection 


Switch Condition 


Specified Condition 


Battery positive (+) > 7 
Battery negative (-) > 8 


Always 


Шитіпаіев 


If the result is not as specified, replace the switch. 


INSTALLATION 


1. INSTALL SEAT HEATER SWITCH 


(a) Attach the 2 claws to install the switch. 
2. INSTALL SWITCH BASE (See page ІР-27) 
3. CONNECT CABLE TO NEGATIVE BATTERY 


TERMINAL 


